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ARC H ITE CT U RAL AB B R EV IATI O N S 1. ALL CONSTRUCTION WORK SHALL CONFORM WITH THE APPLICABLE CODES AND ORDINANCES OF THE LOCAL JURISDICTION, THE
COMMONWEALTH OF PENNSYLVANIA, AND THE CURRENT ADOPTED VERSION OF THE INTERNATIONAL BUILDING CODE FAMILY. THE
g AND EA FIRE ALARM PAR POST ANESTHESIA RECOVERY CONTRACTOR SHALL POST NOTICES AND COMPLY WITH THE GOVERNING LAWS OF THE JURISDICTION.
FB FIRE BLANKET PART PARTITION 2. INSTALLATIONS PERFORMED IN CONNECTION WITH THESE DRAWINGS SHALL BE IN STRICT COMPLIANCE TO THE MOST RECENT NFPA
A AIR (CLINICAL) FBR FACE BRICK PB PUSH BUTTON DESCRIPTION SYMBOL O TION
AAP ALARM ANNUNCIATOR PANEL FD FLOOR DRAIN PCD PAPER CUP DISPENSER :
ACOQUSTIC TILE
ﬁcB:FL ﬁggggg BOLT EB\'\} EPRLIJEN[?EAJ A%’#MENT VALVE gEBS EEBEAS'rTFﬁdés 3. THE SITE WORK SHALL BE PROPERLY SUPERVISED BY THE CONTRACTOR'S JOB SITE SUPERINTENDENT. SUFFICIENT PERSONNEL SHALL BE
Ao AOCESS AL i FIRE DEPARTMENT A ey PEDIATRICS ITEM NUMBER / LETTER EMPLOYED TO COMPLETE THE WORK WITHIN THE CONTRACTED TIME. PERSONNEL SHALL BE SKILLED IN THE TASK ASSIGNED.
ACT ACQUSTICAL CEILING TILE FEGC FIRE EXTINGUISHER CABINET PHYS PHYSICAL ITEM TITLE/ DESCRIPTION 4. THE CONTRACTOR SHALL, AT ALL TIMES, MAINTAIN ADEQUATE PROTECTION TO SAFEGUARD THE PUBLIC AND ALL PERSONS ENGAGED IN
AD AREA DRAIN FGS FOAM GASKET SEAL PHYSICS  PHYSIOLOGICIAL BATT INSULATION T o S T e
ADD ADDENDUM FH FIRE HOSE PICU PEDIATRIC INTENSIVE CARE UNIT :
ADDL ADDITIONAL FHC FIRE HOSE CABINET PL PLATE DRAWING BLOCK TITLE MARK DRAWING BLOCK TITLE
Y ADJUST ABLE s o T TION i PROPERTY LINE ] 5. THE DRAWINGS REFLECT CONDITIONS AS CAN BE INFERRED FROM VISIBLE CONDITIONS, OR FROM DRAWINGS AND INFORMATION
D) DIAGENT iy FIRE HOSE VALUE L AM PLASTIC LAMINATE 114" = 10" FURNISHED BY THE OWNER, BUT CANNOT BE GUARANTEED. THE CONTRACTOR SHALL VERIFY ALL GRADES, LINES, LEVELS AND DIMENSIONS
INDICATED ON THE DRAWINGS AND SHALL REPORT ALL INCONSISTENCIES TO THE COR PRIOR TO THE EXECUTION OF THE WORK. RECHECK ALL
ADMIN ADMINISTRATION FIN FINISH PLBG PLUMBING BRICK
e v A ON R e e s Rretal ITEM SCALE DIMENSIONS PRIOR TO ORDERING MANUFACTURED AND/OR FABRICATED ITEMS.
A AT NNDLING UNIT o oo NE iy PANEL / 6. PLAN DIMENSIONS, UNLESS NOTED OTHERWISE ON INDIVIDUAL SHEETS, ARE TO THE FACE OF THE STUD OR CENTERLINE OF COLUMN.
QHJM QIELEATNNS&E Et’é‘i"' Et’é‘i:‘g[‘g EEE:;'M EEEE%&#%YN SECTION IDENTIEIER S CONCRETE 7. ALL INDICATIONS OF MASONRY ARE SHOWN IN ACTUAL DIMENSIONS (NOT NOMINAL), UNLESS NOTED OTHERWISE.
QMEND QI\NAEETDWES\IQ MONITOR EtSOR EtﬁggESCENT ggggs EEAESSQSRREESIN | W el ey et 8. THE CONTRACTOR SHALL ASSUME FULL RESPONSIBILITY FOR PROTECTION AND SAFEKEEPING OF PRODUCTS PURCHASED FOR THIS
PROJECT AND STORED ON THE PROJECT SITE. THE CONTRACTOR SHALL COORDINATE WITH THE COR ON PREFERRED LOCATIONS FOR STORED
mﬁﬁ ﬁ”ﬁﬁﬂgg%;om E:;UORO E:—#gg&gggﬁgFLUOROSCOPE Eg'g'c ESgA£I§JURE WALL SECTION MARK A310 MATERIALS ON THE PROJECT SITE, IF ALLOWED AS PART OF THE REQUIREMENTS OF THIS PROJECT.
CONCRETE BLOCK
pC S P AL PRECAST CONCRETE FRVG T e o SINK iy P B VENTILATOR SHEET NUMBER 9. THE CONTRACTOR SHALL MAINTAIN AREAS UNDER THE CONTRACTOR'S CONTROL TO BE FREE OF WASTE MATERIALS, DEBRIS, AND
APROX AR ATS A L ae A PYer S ooy RUBBISH. CONTAINERS FOR DEPOSIT OF DEBRIS AND RUBBISH SHALL BE PROVIDED BY THE CONTRACTOR. COORDINATE LOCATION OF
e CONTAINERS WITH THE VA COR PRIOR TO PLACEMENT. REMOVE AND DISPOSE OF DEMOLITION MATERIAL OFF SITE IN ACCORDANCE WITH
ARCH ARCHITECTURAL FS FLOOR SINK PT PHYSICAL THERAPY i T
AUTO AUTOMATIC FSTOP FIRESTOPPING PT PAINT | —| | —]| | EARTH- APPLICABLE CODES AND/OR SPECIFICATIONS.
AWT ACOUSTICAL WALL TREATMENT FT FOOT/FEET PTC PNEUMATIC TUBE STATION ‘ ‘ ‘ ‘ ‘ ‘ ‘ COMPACTED FILL 10. EXTRANEOUS MATERIALS SHALL BE PERIODICALLY REMOVED, AND, AT THE CONCLUSION OF THE PROJECT. ALL UNUSED TOPSOIL SHALL
FTG FOOTING PTR PAPER TOWEL CABINET BE STOCKPILED ON THE SITE FOR THE OWNER'S USE
B BA BACTERIOLOGY FTR FIN TUBE RADIATION PTS PRINTER SECTION IDENTIFIER :
e Sy COESSORM FRR ik vt DTN CHLORIDE i (T ] GRAVEL 11. INDIVIDUAL CONTRACTORS SHALL BE RESPONSIBLE FOR PROVIDING AND INSTALLING ALL FIRESAFING/FIRESTOPPING MATERIALS AT ALL
oS D BOARD iy e WER BUILDING SECTION MARK QOQO@( CRUSHED STONE THROUGH-WALL AND THROUGH-CEILING PENETRATIONS AS REQUIRED FOR THE CONSTRUCTION WORK OF THEIR INDIVIDUAL CONTRACT AND
) ) TO MAINTAIN FIRE RATINGS OF FLOORS AND WALLS. MATERIALS AND INSTALLATION DETAILS SHALL CONFORM TO UNDERWRITER
BC BRICK COURSES Q ar QUARRY TILE = LABORATORIES LISTING FOR RATED ASSEMBLIES
BD BOARD (3 G GAS SHEET NUMBER ) :
BFE BOTTOM FOOTING ELEVATION GA GAUGE R RADIUS . "| GYPSUM BOARD, 12. ALL WOOD FRAMING AND SHEATHING SHALL BE FIRE RETARDANT TREATED AS REQUIRED BY THE BUILDING CODE CLASSIFICATION OF
BG BUMPER GUARD GAL GALLONS R RA RETURN AIR e RN OOD FRAL
BIT BITUMINOUS GALV GALVANIZED RAD RADIATION/OLOGY PLASTER -
BKT BRACKET GB GRAB BAR RB RESILIENT BASE 13. DO NOT SCALE DRAWINGS. FIELD VERIFY ALL DIMENSIONS AND CONDITIONS PRIOR TO CONSTRUCTION. NOTIFY THE COR OF ANY
BLDG BUILDING GB GRADE BEAM RD ROOF DRAIN DETAIL IDENTIFIER DEVIATIONS OR DISCREPANCIES FOUND & RECEIVE DIRECTION BEFORE PROCEEDING
BLKG BLOCKING GC GENERAL CONTRACTOR RE RELOCATE EXISTING 7501 :
BLT BORROWED LIGHT GEN GENERAL REC RECESSED SHEET NUMBER ’ PLYWOOD
- Doy oeN S ENERATOR REcp ECERTION LEADER 14. REMOVE AND DISPOSE OF DEMOLITION MATERIAL OFF SITE IN ACCORDANCE WITH THE APPLICABLE CODES AND/OR SPECIFICATIONS.
Eg gs’i‘)'\CVNER gknu gtﬁgg MASONRY UNIT EEER EEEE%QFSAETOR DETAIL INDICATOR ST 15. NO CONSTRUCTION SHALL START UNTIL ALL SUBMITTALS HAVE BEEN APPROVED BY THE COR.
oo oL OV NER FUTURE = G BOARD REC & RECOTER o DETAIL BOUNDARY RIGID INSULATION 16. DURING CONSTRUCTION THE CONTRAGCTOR WILL WORK ABOVE PATIENT OCCUPIED FLOORS. CONSTRUGTION RELATED ACTIVITIES ARE NOT
TO ADVERSELY IMPACT THESE AREAS. CONSTRUCTION RELATED ACTIVITIES THAT MIGHT AFFECT THIS AREA MUST BE COORDINATED WITH
BPC BED PAN CABINET GYN GYNECOLOGY REINF REINFORCE/-ED/-ING N Y R S AR EAS, COT I C 1O
BPG BLOOD PRESSURE GAUGE GYPSHTG  GYPSUM SHEATHING REM REMOVE - —— :
ESG EELCR*TNG H + HiGH SE?D Sg%ﬁﬁg 17. CONTRACTOR SHALL PROVIDE TEMPORARY DUST ENCLOSURES DURING ALL DEMOLITION AND CONSTRUCTION ACTIVITIES. CONTRACTOR
BRL BRICK LEDGE HB HOSE BIB REV REVERSE 1 ELEVATION IDENTIFIER SAND, GROUT, LIMESTONE TO COORDINATE LOCATIONS WITH VA COR. IF EXISTING WALLS ARE USED, PENETRATIONS MUST BE SEALED TO CREATE A DUST PROOF
BSMT BASEMENT HD HAND DRYER REV REVISE ENCLOSURE.
i DT on ROOFING e s R A1 EREQUENGY EXTERIOR ELEVATION MARK 18. MODIFICATIONS TO THE EXISTING MEP SYSTEMS WILL IMPACT ADJACENT SPACES OUTSIDE THE GENERAL SCOPE OF WORK. ANY
oW DD ARE ~F RPOUESY FOR INFORMATION A201 4 SHEET NUMBER STEEL DISTURBANCE OF EXISTING CONDITIONS AND FINISHES MUST BE REPAIRED TO MATCH THE CONDITIONS PRIOR TO CONSTRUCTION IMPACTS.
C g DISP gﬂé’g\g'ﬁENSER EgRIZ ﬂg';{'l'%\,’#fJ AL E(H) 58853%1%6 19. THE FACILITY IS OPERATIONAL. CONTRACTOR SHALL MAKE PROVISIONS FOR OWNER AND PUBLIC USE OF THE BUILDING AROUND THE
<o e ox PN o s e et ey 00000 | CONSTRUCTION AREA. DELIVERIES, STAGING, STORAGE OF MATERIALS AND OTHER CONSTRUCTION RELATED ACTIVITIES SHALL BE
COORDINATED WITH THE VA COR SO AS TO NOT ADVERSELY AFFECT THE BUILDING OPERATIONS.
CAp T CAPAGITY HSKP HOUSEKEEPING SAN SANITARY -~~~ -~~~ " TAPERED
1 ELEVATION IDENTIFER | | f———————1
AT Shrech Y e Sy S o ke oaPER | A= ELEVATIONIDENTFER | INSULATION lzl\(l)\./ﬁll:ll_DREVISIONS TO THE DRAWINGS MUST PROCEED THROUGH THE ARCHITECT. OWNER/CONTRACTOR REVISIONS MAY BE CONSIDERED
CBD CHALKBOARD HTR HEATER SDISP SOAP DISPENSER INTERIOR ELEVATION MARK :
CCT CUBICLE CURTAIN TRACK HVAC HEATING, VENTILATING, AIR CONDITIONING  SECY SECRETARY (SINGLE VIEW)
iy CLOSED CROUT TR EVISION o realipyead o SGUARL FOOT SHEET NUMBER 06 . 21. ALL EXPOSED GYPSUM WALL BOARD EDGES TO HAVE METAL EDGE TRIM.
W D, FINISH
gg gg:tmg ggﬁ_ﬁz HWD :E’QBV‘%‘(L)B 2:[) gngwgg HEAD 22. THE CONTRACTOR IS RESPONSIBLE FOR COMPARING AND COORDINATING ALL DRAWINGS FOR PROPER FIT AND ATTACHMENT OF ALL
<o ComNER e AN PARTS. DETAILS NOT SHOWN OR DESCRIBED IN THESE NOTES SHALL BE CONSTRUCTED TO SAME SIZE AND CHARACTER AS FOR SIMILAR
< TN c NTERCOM o QAR WOOD. FRAMING CONDITIONS WHICH ARE SHOWN. SPECIFIED, OR COMMONLY CONSTRUCTED IN THE INDUSTRY.
CHEM CHEMISTRY | ICCU INTENSIVE CARDIAC CARE UNIT sL SEALER 4 ELEVATION IDENTIFIER ’
oJT GONTROL JOINT ICU INTENSIVE GARE UNIT SLv SLEEVE THROUGH MEMBER 23. NO STRUCTURAL MEMBER SHALL BE OMITTED, NOTCHED, CUT, BLOCKED OUT, OR RELOCATED WITHOUT PRIOR APPROVAL BY THE COR.
cL CENTER LINE ID INSIDE DIAMETER SM SURFACE MOUNTED INTERIOR ELEVATION MARK
< CNaS e N s o O e ABINET LTIPLE vIonS) 3 1 WOOD. FRAMING (2:% '\ITg{_PRTUEgTTII(\)/’I\:].MEASURES SHALL BE TAKEN BY THE CONTRACTOR TO PROTECT ADJACENT PROPERTY AT ALL TIMES DURING
aiR CLEAR N NTERIOR Sp- STANDRIPE N DISPOSER SHEET NUMBER INTERRUPTED MEMBER
-y O S R UCTION MANAGER 56 SorAS ohC SPECIMEN PASS THROUGH CABINET 2 25. ALL TEMPORARY BRACING AND SHORING SHALL BE DESIGNED TO SUSTAIN ALL CONSTRUCTION LOADS, SOIL PRESSURE, LATERAL AND
CMU CONCRETE MASONRY UNIT ISOLPP ISOLATED POWER PANEL SPEC SPECIFICATIONS OTHER LOADS TO WHICH THE STRUCTURE MAY BE SUBJECTED.
co CLEAN OUT v INTRA VENGUS SR SERVICE RECEPTOR 26. CONTRACTOR SHALL COORDINATE LOCATIONS OF LIGHT FIXTURES, SPRINKLER HEADS, REGISTERS, ETC. WITH THE ELECTRICAL, HVAC,
co CASED OPENING S SERVICE SINK N PROJECT NORTH PLUMBING AND SPRINKLER SUB-CONTRACTORS
CO2 CARBON DIOXIDE J AN JANITOR Sss SURGEONS SCRUB SINK :
coL COLUMN JB JUNCTION BOX SST STAINLESS STEEL 27. CONTRACTOR SHALL FILL ALL VOIDS IN MASONRY AND CONCRETE CREATED AROUND ALL PENETRATIONS WITH CONSTRUCTION TO
COMB COMBINATION/-ED JST JOIST ST STONE TILE NORTH ARROW 27, CONTRACTOR SHALL FILL ALL vC
CONC CONCRETE JT JOINT STA STATION :
SNk S ONNECTIED 110N K o KNOCK OUT U o AN DARY NSMISSION TRUE NORTH 38. CONTRACTOR IS RESPONSIBLE FOR PAINTING ALL EXPOSED STEEL, DECKING, PIPING, CONDUIT, SPRINKLER PIPING AND DUCTS WHICH ARE
CoNST CONSTRUCTION TR STERIL peR EXPOSED IN AREAS WITH NO CEILINGS AND SCHEDULED TO RECEIVE PAINT FINISH AS INDICATED ON THE FINISH SCHEDULE.
CONT CONTINUE/OUS L L ANGLE STL STEEL
o o T RAT oSS L : oL L. ST oE 39. PLUMBING WORK WILL REQUIRE THE ACCESS AND PARTIAL DEMOLITION OF THE FIRST FLOOR CEILING.
COORD COORDINATE LAV LAVATORY STRUCT STRUCTURAL
COR CONTRACTING OFFICER'S REPRESENTATIVE ~ IB POUND STS STEEL STRUCTURE OFFICE ROOM NAME
CORR CORRIDOR LCD LINEAR CEILING DIFFUSER SUPV SUPERVISOR ROOM NAME INDICATOR
CPT CARPET LF LINE FIGURED SURG SURGERY/ICAL 102 _|
ROOM NUMBER
cT CERAMIC TILE LIN LINEAR SUSP SUSPENDED
cT CAT SCAN KKR LOCKER SW SWITCH
CTR CENTER LLH LONG LEG HORIZONTAL SYM SYMMETRICALTOP
CTSK COUNTERSUNK LLV LONG LEG VERTICAL
CUH CABINET UNIT HEATER LMC LINEAR METAL CEILING T TOP
Y CARDIOVASCULAR LOC LOCATION OR LOCATE T ™ TANGENT GRID LINE IDENTIFICATION EXISTING CONDITIONS NOTE:
cwW CURTAIN WALL LPT LOW POINT B TACK BOARD
L SYLNDER 0 Loy INKLING TonB TOWEL CABINET COLUMN GRID IDENTIFICATION @ WORK OF THIS PROJECT INVOLVES MODIFICATIONS TO AN EXISTING BUILDING. CONTRACT
VN CYLINDER o LT LT ToAS, oL CABINE T DOCUMENTS ARE BASED ON ORIGINAL BUILDING CONSTRUCTION DOCUMENTS TO THE EXTENT
THEY ARE AVAILABLE, WITH ADDITIONAL FIELD OBSERVATION AND MEASUREMENT WHERE
D D DEPTH OR DEEP t\\//vFéz II:I(ID\ILIJE\;\ERRWOOD CEILING Ek/lp $Ek/|%:l'5|-l|?a,'\ll'ERE COLUMN GRID LINE FEASIBLE.
TER TERRAZZ
BE',\D"F? BE:\:/%ISQ%NN M ™ MIDDLE 16 TONGUE gGROOVE FIELD ENGINEERING AND LAYOUT IS THE RESPONSIBILITY OF THE CONTRACTOR. CONTRACTOR
DEPT DEPARTMENT MAN MANUAL THER THERABISTAC SHALL VISIT THE SITE AND VERIFY EXISTING CONDITIONS BY SURVEY AND MEASUREMENT PRIOR
DET DETAIL/S MATL MATERIAL THRES THRESHOLD TO STARTING WORK.
DF DRINKING FOUNTAIN MAX MAXIMUM TPH TOILET PAPER HOLDER DOOR IDENTIFICATION
DIA DIAMETER MBD MARKER BOARD TRANSF TRANSFORMER A101A DOOR NUMBER CONTRACTOR SHALL MAKE FIELD MEASUREMENTS AS REQUIRED TO FIT WORK PROPERLY.
DIAG DIAGONAL MC MEDICINE CABINET TS TUBE SECTION WHERE PORTIONS OF THE WORK ARE INDICATED TO FIT WITH EXISTING CONDITIONS, VERIFY
DICT DICTATION MCU MODULAR COOLING UNIT TSC TOILET SEAT COVER DISPENSER DIMENSIONS, SIZES AND CONFIGURATIONS OF EXISTING CONDITIONS BE FIELD MEASUREMENT
DIFF DIFFUSER MECH MECHANICAL v TELEVISION BEFORE BEGINNING FABRICATION. COORDINATE FABRICATION SCHEDULE WITH CONSTRUCTION
DIM DIMENSION MED MEDICAL/TION TYP TYPICAL PROGRESS TO AVOID DELAYING THE WORK.
DIR DIRECTOR MEMB MEMBRANE
DISP DISPENSER MET METAL u URINAL IMMEDIATELY UPON DISCOVERY OF THE NEED FOR CLARIFICATION OF THE CONTRACT
B:\S/T B:\s/ggxnm mgéz MEEI%JAF’XI(':\ITEURER U B(F:O BHBEE E%JgFLE)FEJ o DOCUMENTS, SUBMIT A REQUEST FOR INTERPRETATION TO COR. INCLUDE A DETAILED
WINDOW/ CURTAINWALL TYPE DESCRIPTION OF CIRCUMSTANCES ENCOUNTERED, TOGETHER WITH RECOMMENDATIONS FOR
DIW DEIONIZED WATER MGA MEDICAL GAS ALARM UG UNDERGROUND WINDOW IDENTIFICATION Wi MODIFICATION OF NEW CONSTRUCTION TO COORDINATE WITH EXISTING CONDITIONS.
DJT DUMMY JOINT MH MANHOLE UH UNIT HEATER
DN DOWN MHC MATERIAL HANDLING CONVEYOR UNFIN UNFINISHED
DP DEMOUNTABLE PARTITION MIN MINIMUM UNO UNLESS NOTED OTHERWISE
DP DATA PROCESSING MIR MIRROR us UTILITY SHELF
DR DOOR MISC MISCELLANEOUS UTIL UTILITY
DR DOCTOR MD MASONRY OPENING
DS DOWNSPOUT MONO MONOLITHIC Vv VACUUM WALL TYPE INDICATOR
DSW DISTILLED WATER MPC METAL PAN CEILING \/ ve VACUUM BREAKER
DW DUMBWAITER MPU MULTI-PURPOSE UNIT VC VALVE CABINET WALL TYPE IDENTIFICATION
DWG DRAWING MR MAGNETIC RESONANCE IMAGING VCO VACUUM CLEANING OUTLET —
DWLS DOWELS MTD MOUNTED VENT VENTILATION N WAL
E MTL METAL VERT VERTICAL
E EXISTING MTR MOTOR VIF VERIFY IN FIELD
EC ELECTRIC CABINET MULL MULLION VR VAPOR RETARDER
ECG ELECTROCARDIOGRAPHY VTR VENT THROUGH ROOF
EEG ELECTROENCEPHALOGRAPHY N NA NOT APPLICABLE
EENT EYE EAR NOSE & THROAT NIC NOT IN CONTRACT W WIDTH/WIDE 307
EF EXHAUST FAN NO NUMBER W w WIDE FLANGE KEYNOTE IDENTIFICATION
EIFS EXTERIOR INSULATION NOM NOMINAL W/ WITH
AND FINISH SYSTEM NRC NOISE REDUCTION COEFFICIENT W0 WITHOUT KEYNOTE NUMBER
EJ EXPANSION JOINT NT NOTE WC WATER CLOSET
EL ELEVATION NTS NOT TO SCALE WC WALL COVERING
ELEC ELECTRICAL WD WOOD
ELEV ELEVATOR O o© OXYGEN WE WASHER EXTRACTOR
EMERG EMERGENCY OB OBSTETRICS WDW WINDOW REVISION CLOUD
EMG ELECTROMAYOGRAPHY oC ON CENTER WG WALL GUARD
ENCL ENCLOSURE oD OUTSIDE DIAMETER WH WALL HYDRANT REVISION IDENTIFICATION
ENT EAR NOSE THROAT OFF OFFICE WHCH WHEELCHAIR
ENTR ENTRANCE OH OVERHEAD WHTR WATER HEATER &H REVISION NUMBER
EO ELECTRICAL OUTLET oP OPERABLE PARTITION WP WATERPROOF
EP EXPLOSION PROOF oP OUTPATIENT WPS WALL PROTECTION SYSTEM
EQ EQUAL OPER OPERATOR WR WASTE RECEPTACLE
EQUIP EQUIPMENT OPNG OPENING WS WEATHERSTRIP
ES END SECTION OPP OPPOSITE WS WASHER STERILIZER
ETR EXISTING TO REMAIN OR OPERATING ROOM WSCT WAINSCOT
EWC ELECTRIC WATER COOLER ORD OVERFLOW ROOF DRAIN WT WINDOW TREATMENT
DATUM POINT IDENTIFICATION
EXC EXCAVATE/-ED/-ION oT OCCUPATIONAL THERAPY WW WOOD WINDOW EIRST FLOOR TOP OF SLAB
EXH EXHAUST HOOD WWF WELDED WIRE FABRIC
EXIST EXISTING
EXP EXPANSION 7VB ZONE VALVE BOX
EXT EXTERIOR 7BC ZONE VALVE CABINET
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